Ghon seals

- St .

®3

Design Description

0ZNAMO

NATURAL POLY

Oz NAMO (Natural Poly) is a hydrolysis-resistant material for a temperature range from -50°C to

120°C. Especially suitable for piston/rod seals with soft elastomer energizers, slip rings or

wipers using for strong dirt. 0z NAMO is a food grade material which makes it ideal for food

processing industries. In some cases, 0Z NAMO is a great replacement for PTFE.

Properties
Hardness
Density
Features Tensile strength
Elongation atbreak
« Lowcompressions set 10% Modulus/psi
+ Excellent hot water resistant 100% Modulus/psi
+ Resistancein HFA, HFB hydraulic 200% Modulus/psi
fluids and using biologically 300% Modulus/psi
ducible hvd i fluid Compressionset 70°C/10h
reducible y raulic fluids Tear strength/D470/pli

Tear strength: with nick
Resilience

DIN abrasionresistance

Specific gravity

Minimum applicationtemperature
Maximum applicationtemperature

Elongation at bre ak after
200h/Storage distilled at 95°C

Swell inwater
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DIN 53515
DIN 53512
DIN 53516

J

Unit
Share D
g/cm’
MPA
%
MPA
MPA
MPA
MPA

N/mm
N/mm

Mgloss

°C
'c

Quality
Certified

&

Value



